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2. Hillhouse and Fartown

1. Hillhouse Lane

2. Former Hillhouse Sidings

3. Red Doles Road Bridge

4. Fieldhouse Bridge

To the east of the viaduct, the railway crosses Hillhouse
Lane on a grade II listed masonry arch bridge. It is
anticipated that strengthening and repairs will be
required to carry the proposed four-track railway.

The former Hillhouse Sidings have been identified as
a location for a temporary construction compound that
will be in place of the duration of the work. We are
continuing to consider the long-term proposals for the
site.

The southern span of Red Doles Road Bridge was
removed in 2015; therefore, as part of the scheme, we
are proposing to construct a standard railway design
bridge deck to carry the additional track. This new deck
will be supported on the existing abutments previously
used by the old bridge.

Fieldhouse footbridge is currently too low to allow for
an electrified railway to pass beneath it. The scheme
proposes to replace the bridge with a new footbridge
structure.

This work will require temporary highway restrictions,
closures and diversions, this will enable scaffolding to be Consideration will be given to any temporary impact
on the Grade II listed Railway Coal Chutes during our
erected, providing essential access along the length of
construction.
the structure.
As design details develop, the construction team will
be in contact with affected residents and businesses in
close proximity, to understand and minimise the impact
to the local area.
The work will be delivered from the Huddersfield Station
and Hillhouse compounds – these compounds will
provide essential welfare facilities for site staff. Work
may also result in the generation of noise and dust;
however, best practice measures will be implemented to
minimise any impact to the community.

Construction activity may result in the generation of
noise and dust; however, best practice measures will be
implemented to minimise any impact to the surrounding
areas. Some temporary road closures and lane
restrictions will also be required during the work. The
Traffic Assessment being produced to accompany the
TWAO application will consider the impacts of proposed
road closures. Any impact to the highway network will be
minimised as much as possible.

We will be assembling this new bridge deck in a
compound nearby, lifting in the new deck during a
closure of the railway. We will also require a temporary
road closure for part of this work.

Options are being considered along the corridor for
access arrangements to the three bridges in this area.
It is possible a temporary bridge will be required, due to
restrictions on the existing canal bridges. Construction
compounds will be set up in close proximity whilst the
work takes place.

There will also be some disruption to the public right
of way network in this area; however, any required
amendments will be communicated in advance and
diversionary routes put in place.
Construction activity may result in the generation of
noise and dust; however, best practice measures will be
implemented to minimise any impact to the community.
Some temporary road closures and lane restrictions will
also be required during the work.
The work will also require the removal of an area of
semi-natural broad-leaved woodland along the corridor
between Red Doles Road and Deighton Station. This
will enable the construction of key embankments and
retaining walls along the rail corridor. Several individual
trees will also need to be removed – we will look to
offset these impacts with compensatory planting, and
all environmental impacts will be assessed in the
Environmental Statement.

5. Ridings Bridge
The railway passes over a footpath on Ridings Bridge.
The bridge is formed on the north side by a metal span
and on the south with a masonry arch. It is proposed
that the metal elements of the Ridings Bridge will be
replaced, and the masonry arch will be repaired.
Options are being considered along the corridor for
access arrangements to the three bridges in this area.
It is possible a temporary bridge will be required due to
restrictions on the existing canal bridges. Construction
compounds will be set up in close proximity whilst the
work takes place.

